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EC Declaration of Conformity 

to Radio Equipment Directive 2014/53/EU 

 
 

FireCell Combined Sounder Detector and Visual 
Indicator Bases–  

 

FCX-191-000 FireCell Combined Sounder Detector Base 
FCX-191-000-NB FireCell Combined Sounder Detector Base  

FCX-191-001 FireCell Combined Sounder Optical Smoke Inc Batteries  

FCX-191-100 FireCell Combined Sounder Visual Indicator+ Detector Base 
FCX-191-200 FireCell Combined Sounder Visual Indicator Detector Base 

FCX-191-200-NB FireCell Combined Sounder Visual Indicator Detector Base 
FCX-191-201 FireCell Combined Sounder Visual Indicator Optical Smoke  

FCX-192-001 FireCell Combined Sounder Heat Detector (Class A1R) 
FCX-192-011 FireCell Combined Sounder Heat Detector (Class CS) Inc Batt 

FCX-192-201 FireCell Combined Sounder Visual Indicator Heat Detector (A1R) 
FCX-192-211 FireCell Combined Sounder Visual Indicator Heat Detector (CS) 

FCX-193-200 FireCell Combined Visual Indicator & Detector Base 
 

I declare under our sole responsibility that the above products conform to the 
essential requirements and other relevant requirements of the Radio Equipment 

Directive 2014/53/EU.  The products are in conformity with the following standards: 
 

EN 60950-1:2006 +A11:2009 +A1:2010 +A12:2011 

ETSI EN 300 220-2 V3.1.1 :2017 

ETSI EN 301 489-1 V2.2.0 (2017-03) 

ETSI EN 301 489-3 V2.1.1 (2017-03) 

EN 50130-4:2011 

EN 62369-1:2009 

 
Test Report Numbers:  

EMS-880-2016, 102674942LHD-001, 102979177LHD-001 

 

 

Signed by:         Date:  12 June 2017  

 

Name:        Daniel Griffin    Position: Director of Product & Compliance 


