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FIRECELL FUSION RLM ADDRESS SCHEDULE

TO BE COMPLETED BY THE SYSTEM DESIGNER AND FORWARDED TO EMS WITH ORDER FOR EQUIPMENT

	DEALER
	
	CONTACT
	

	SITE NAME
	
	CONTACT
	

	SITE ADDRESS
	


Example Abbreviations

	  
	RLM = RADIO LOOP MODULE
	*SD = OPTICAL SMOKE

	*A1R = HEAT A1R            
	*CS = HEAT CS       
	*MS = MULTI-SENSOR          

	  CP = CALL POINT 
	*RS = SOUNDER   
	*RSB = SOUNDER STROBE  

	*XB = STROBE ONLY
	  IO = INPUT/OUTPUT     
	  2IO = INPUT/OUTPUT DUAL


* See Note 1
Example

	ASSOCIATED RCC ADDRESS NO
	DEVICE ADDRESS

NO
	LOOP

NO
	ZONE

NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.
Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLL ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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	ASSOCIATED RLM ADDRESS NO
	DEVICE ADDRESS NO
	LOOP NO
	ZONE NO
	
	LOCATION TEXT

MAX 40 CHARACTERS (INCLUDING DEVICE TYPE)

*Note 1:- All combined sounder detector devices take two device address numbers.  The first number being allocated for the sounder and the second for the detector.  These must run consecutively. i.e address 1 and 2 or address 6 and 7 etc.  Please prefix these devices with a C for clarification i.e CRS and CSD for a combined optical smoke sounder device.

Note 2:- Please ensure Radio loop modules are included in the text with a maximum allowed of 5 per loop.

Note 3:- ALL devices are required to be associated to an RLM. Please include the address number of the RLM in the required field.
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Completed by……………………………………………………………  Date ……………………………………………             

FUSION RLM System Address Schedule iss2
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